Dear Artist!
Welcome to Musikhuset Aarhus, Denmark

Here you will find General and Technical information for “Foyer Syd” = The Foyer – South End

The Foyer Syd is a for max 500 seated and 1800 standing guests

We look forward to seeing you here in Aarhus, and please don’t hesitate to get in touch if you have any questions
GENERAL INFORMATION

SEATING CAPACITY

The Foyer have room for maximum 500 seated and 1,800 standing guests in front of the stage at the southern end.

LOAD-IN

Direct behind the stage on foyer floor level
Loading door height 2.45 m
Loading door width 4.00 m

ENTRANCE (BAND/CREW)

Upon arrival, please contact the Reception (Entrance via Skovgaardsgade 2C)

WI-FI

Free Wireless internet. Connect to “smart Aarhus” access code through sms
Vouchers to access the WLAN will be handed out at the Reception (please order in advance)

SMOKING

Smoking is prohibited in-house. A dedicated outdoor smoking area is available.

CONTACT

Shipping Adress:
Musikhuset Aarhus
Skovgaardsgade 2C
DK-8000 Aarhus C
Denmark
TECHNICAL SPECIFICATIONS

SOUND

PA-SYSTEM
(per side)
6 x d&b Q1 Top
1 x d&b Q7 nearfill
3 x d&b Q subs (cardioid)
1 x d&b B2 Sub
1 x d&b C6 frontfill
1 x d&b C6 outfill

DESKS

- Soundcraft VI 1 (default)
- Soundcraft VI 3000 (optional upon request)
- Soundcraft VI 7000 (optional upon request)

MONITOR SYSTEM

- 16 x d&b M4 wedges
- 16 x d&b MAX 2 wedges
- 2 x Sidefill : d&b 1 x C 4 Top , 2 x C 4 Sub per side

MICS

- AKG, Beyer, DPA, Neumann, Shure, Sennheizer
- DPA head-set, BSS Linedrivers

WIRELESS

- Shure ULXD hand-held/belt-packs

LIGHTING

DESK

- GrandMA 2 Light

STANDARD HANGING:

- 8 X High End SolaSpot Pro 1000 (moving light LED profile)
- 8 X Robe Robin Spiider (moving light LED wash)
STAGING

STAGE DIMENSIONS

<table>
<thead>
<tr>
<th>Parameter</th>
<th>Measurement</th>
</tr>
</thead>
<tbody>
<tr>
<td>Width</td>
<td>9.0m</td>
</tr>
<tr>
<td>Depth</td>
<td>6.0m</td>
</tr>
<tr>
<td>Standard height</td>
<td>0.80m</td>
</tr>
</tbody>
</table>

Stage Floor: Carpet on stage floor (Floor load: max 750kg /m2)

FLYING SYSTEM

Four-sided 40cm truss 5m above stage level.
Wide 9.50m x 8.25m deep

MASKING

<table>
<thead>
<tr>
<th>Description</th>
<th>Measurement</th>
</tr>
</thead>
<tbody>
<tr>
<td>2 full black</td>
<td>5.0x5,85</td>
</tr>
<tr>
<td>2 side curtains</td>
<td>5.0x5,85</td>
</tr>
<tr>
<td>1 pair of legs</td>
<td>2.0x5,85</td>
</tr>
</tbody>
</table>

AUX POWER:

<table>
<thead>
<tr>
<th>Description</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>2 pcs 3 phase 63A CEE form</td>
<td></td>
</tr>
<tr>
<td>2 pcs 3 phase 32A CEE form</td>
<td></td>
</tr>
<tr>
<td>2 pcs 3 phase 16 A CEE form</td>
<td></td>
</tr>
</tbody>
</table>

The Foyer Stage – without stage floor and masking set up